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1. Item Name:  FIRE PROTECTION AND HOUSEKEEPING

2. Scope of Work:
2.1  Location of Work: Various


2.2  Identification:

2.3  Intent: Provide fire protection services to meet the requirements of vessel fire safety during the availability per provisions of reference 5.1 and the below listed requirements.

3. Work Description:
3.1  Contractor to provide two (2) charged 2½" hoses pressurizing a four (4) valve manifold located forward and aft on the vessel. Line should be connected to a minimum 400 GPM, 100 PSI source, either shore connection or continuously operating pump.

3.1.1  Four (4) 1½" hoses are to be connected to the manifold and, of sufficient length and run in such a manner as to be able to reach all areas of the vessel. 1½" hoses will be fitted with all purpose nozzles. In those areas and climates that are susceptible to freezing, provide freeze protection for the fire hoses. No on-deck water run off will be permitted, and the fire protection must be fully functional during all freeze conditions encountered. An appropriate pressure gauge shall be attached to the (4) valve manifolds. The 1½" hoses are to be de-pressurized at the manifold after initial testing to the satisfaction of the COTR and shall be reserved exclusively for fire protection use. The 2½" line and manifold shall remain pressurized at all times.

3.1.2  In the event that pressurization to the manifold is lost for any reason, the contractor must terminate all heat-producing evolutions (such as hotwork) and all fire-hazardous evolutions (such as spray painting), until pressure to the manifold is restored. The contractor shall submit a Condition Report to the COTR identifying the cause and corrective action taken within 24 hours of the occurrence.

3.2  Provide a total of nine (9) fifteen pound CO2 fire extinguisher to be placed three (3) each at the bow, stern and in the engine room. These extinguisher are to be used exclusively for fighting fires and are not to be used for fire watch use during hot work.

3.3  Within 2 days after the vessel's arrival, the contractor will tour the ship, with a senior representative of the organization having primary responsibility for major fire fighting responsibility (shipyard fire department or local public fire department), and the COTR.

3.4  Provide trained fire watch personnel, in accordance with para. 5.1, and appropriate fire fighting equipment during all hot work operations including but not limited to welding, grinding, chipping and cutting. Fire watches and equipment shall meet the following requirements as a minimum:

3.4.1  All personnel assigned as fire watches shall be dedicated to that task and no others.

3.4.2  Each fire watch shall be equipped with a fully charged and operable fire extinguisher, and will remain at the job site for at least 30 minutes after the completion of the hot work.

3.4.3  No more than four workers performing hot work shall be attended by a single fire watch, and the fire watch shall have clear view and immediate access to those four workers.

3.4.4  If multiple blind compartments or spaces are involved in any hot work job, fire watches shall be posted simultaneously in each area.

3.4.5  Where hot work is performed on a bulkhead, overhead, or deck, combustible material will be removed from the vicinity of the hot work on the opposite side and a fire watch will be posted at each location.

3.5  Oxygen, acetylene, and gas supply manifolds and cylinders shall be located on the weather decks.
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seq level7 \h \r0 3.5.1  At shift change, and other times when not in use, torches and gas supply hose shall be removed from confined spaces. Open end fuel and oxygen hoses shall be removed immediately from confined spaces when they are disconnected from the torch or other gas consuming device.

3.5.2  Upon completion of each hook-up to fuel/oxygen gas system and prior to use, a drop test in open air shall be accomplished to include the torch, hoses, and gages.

3.6  Use fire retardant materials aboard or immediately adjacent to the ship for temporary staging, covers, deck covering, and ventilation ducts.

3.6.2  Storage of material aboard the vessel shall be limited to that which is required for the work in progress.

3.6.3  Crating and packing shall be removed prior to bringing material or equipment aboard, unless necessary for handling, in which case the crating and packing shall be removed immediately after it is brought aboard.

3.7  At least one access to the main machinery space shall remain unobstructed with service lines, etc.

3.8  Flammable liquids with a minimum flash point of 150°F or less, including degreasers, solvents, and fuels shall not be kept aboard the vessel when not in use.

3.9  Accomplish a housekeeping and fire prevention inspection on a weekly basis. The inspection shall be made jointly with the COTR. A written report of discrepancies and corrective actions to be taken shall be prepared with copies distributed to the COTR by the next working day.

3.10  Report verbally each accident, injury and fire on vessel involving contractor/ subcontractor personnel to COTR as soon as management becomes aware of such an event.

3.10.1  Provide a formal written report of event to the COTR within 24 hours of each incident. The written report shall contain the name and ID number of each injured person, date and time of accident/fire, extent of personal injury or property damage, contractor/subcontractor name, contract number, vessel name, location of event (incl. space or compartment), type of accident/fire, and a brief description of the incident including pertinent occurrences/actions before and after the incident.

4. Performance Criteria/Deliverables:
4.1  Charged fire hose manifold with hoses (paragraph 3.1).

4.2  (9) 15 pound fire extinguishers (paragraph 3.2).

4.3  Tour of vessel at vessel arrival (paragraph 3.3).

4.4  Trained and dedicated fire watches (paragraph 3.4).

4.5  Weekly housekeeping/fire prevention inspection and report (paragraph 3.9).

4.6  Accident, injury, and fire incident reports (paragraph 3.10).

5. References
 5.1  OSHA 29 CFR Part 1915

6. Notes: None
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