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1. Item Name: PORT LIGHT/FIXED LIGHT, IN-PLACE REPAIR
2. Scope of Work:

2.1  Location of Work: Throughout the ship (see paragraph 3.1).


2.2  Identification: See paragraph 3.1.

2.3  The intent of this item is to disassemble the designated port lights, fixed lights and related hardware in place on board the vessel, recondition to manufacturer's specifications, reinstall and prove watertight.

3. Work Description: 

3.1  The Contractor shall repair, [      ] port lights and [      ] fixed lights at the locations shown below.



3.1.1  
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Side
Number
Size
Replace glass ?
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3.2  Contractor is responsible for the removal and reinstallation of any interferences, necessary to accomplish the requirements of this item. Install temporary plywood blanks on all openings left in the vessel.

3.3  Remove the dead light and hinged port light. Remove the fixed light glass retaining frame and glass. Do not remove the main frame from the bulkhead or door.

3.4  On port light installations, remove the port light to frame gasket.

3.4.1  Clean the gasket recess and knife edge of all dirt, grease, paint and foreign matter.

3.4.2  Free-up and lubricate all drop bolts, wing nuts and hinge hardware. 

3.4.3  Install new silicone rubber gasket(s) (ZZR 765D). The gasket(s) shall be of the proper width and thickness to suit the recess and shall be glued-in using (3M Brand A 121 Contact Adhesive) or equivalent. Each gasket shall have only one (1) butt joint. The butt joint shall be cut at a right angle to the length of the gasket and glued. The butt joint shall be located in the mid-length of the port light side.

CHECK POINT - (Gasket Material and Fit)
3.4.3.1  No gaps are allowed. The gasket installation shall be inspected and approved by the COTR. 
3.4.4  Disassemble the fixed light glass retaining frame from glass. Replace window glass on units indicated with tempered glass as indicated in the vessels construction drawings.

3.4.5  Reinstall the hinged port light and dead light.

3.5  On fixed light installations, remove the gasket from the mainframe and glass retaining frame.

3.5.1  Clean the gasket recesses of all dirt, grease, paint and foreign matter. Clean the glass free of all dirt, grease, paint and foreign matter, or replace window glass on units indicated with tempered glass as indicated in the vessels construction drawings.

3.5.2  Install new silicone rubber gaskets (ZZR 765D). The gaskets shall be of the proper width and thickness to suit the recesses and shall be glued-in using (3M Brand A 121 Contact Adhesive) or equivalent. Each gasket shall have only one (1) butt joint. The butt joint shall be cut at a right angle to the length of the gasket and glued. The butt joint shall be located in the mid-length of the fixed light side. 

CHECK POINT - (Gasket Material and Fit) 

3.5.2.1  No gaps are allowed. The gasket installation shall be inspected and approved by the COTR.

3.5.3  Reinstall the glass and glass retaining frame. Replace broken window glass with new on units indicated with tempered glass as indicated in the vessels construction drawings.

3.6  All port light/fixed light repairs shall be tested as discussed below. Notify COTR prior to the tests. All tests shall be witnessed and accepted by both the COTR and the applicable regulatory bodies.

CHECK POINT - (Closure Tightness) 
3.6.1  Port light/fixed light(s) located on weather decks, exterior bulkheads and exterior doors and hatches shall be hose tested. A 1-1/2 inch hose with not less than 70 PSI water pressure shall be directed all around the port light/fixed light from a distance of not more than 10 feet. The water shall be applied from the weather deck side. The stream of water shall be moved slowly to ensure that the entire sealing surface, particularly the butt joint, is subjected to the full force of the water. No leakage shall be allowed.

4. Performance Criteria/Deliverable: 


4.1  Proper gasket material installed.



4.2  Satisfactory water test.



4.3  Final inspection and acceptance.

5. References:


5.1  Ships drawing of closures.

6. Notes: None.
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