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1.  Item Name: CONTAMINATION PROTECTION; AIRBORNE

2.  Scope of Work:


2.1  Location of Work: Various


2.2  Identification:

2.3  Intent:  Prevent contamination of the ship's equipment/machinery and all interior spaces from contaminants generated from abrasive blasting materials.

3.  Work Description:
3.1  Provide protection from contaminants as follows:

3.1.1  Wrap, cover, or mask all equipment, boats, and openings on the ship's exterior that are susceptible to damage or contamination, including vents and valves not in use.

3.1.2  Install industrial foam filter material on the intake of all ventilation supply systems and all exterior exhaust outlets.  Remove existing and install new or cleaned filter material when air flow is restricted.

3.1.3  Install double curtain baffles at the entrance of each door (maximum of four doors) selected by the COTR for access to the ship's interior during abrasive blasting operations.

CHECKPOINT - (Protective Covering Integrity Inspection)

3.2  Contractor shall inspect the protective covering with the COTR prior to beginning of each blasting operation.

3.3  Upon completion of all blasting remove all protective covering and accomplish the following:

3.3.1  Inspect for the presence of contamination and damage.  Report to the COTR via a Condition Report all contamination and damage prior to the removal of the contamination and repair of the damage.

3.3.2  Remove all accumulation of blast material from the vessel and upon completion wash down all exterior surfaces of the vessel using fresh water. 

4.  Performance Criteria/Deliverables:
  4.1 Covering integrity inspection (para 3.2)

5. References: None
6. Notes: None
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